












CONCEALED IN FLOOR WIRING 
There is also a custom option to have the element installed
vertically inside the bottom leg of the towel rail.
(see figure 1) 

This can be made to order on the Floor to ceiling, 
Platinum Tower and Platinum Ladder models.

THIS OPTION MUST BE SPECIFIED ON ORDER.

As the Vertical tube is 38mm diameter there is sufficient 
room to recess the thread where the element can be 
installed. The thread is recessed up approx 100mm from 
the base of the towel rail. (see Figure 2). The electric 
element can be screwed in with a 22mm tap spanner.

Wiring through the floor must be organised prior to laying 
floor tiles etc. A cable flex connected to an isolating switch 
or timer must be bought up through a 10mm hole in the 
floor for connection in the bottom leg of the towel rail.

DO NOT MAKE THE HOLE IN TILES LARGER THAN 20mm

It is recommend that the wiring be connected to an RCD 
and silicon applied to the leg of the rail after wiring 
connection has been made. 

Installing on a Concrete Slab.
If your home is on a conrete slab, a 20mm conduit line
must be run from the isolating switch to the towel rail. 
This can be placed underneath tiling or between mesh.
(see Figure 2) 
It is essential that the electrician leaves some slack in 
the cord inside the bottom leg of the towel 
rail for disconnection in the future

For further information please contact Hydrotherm. 

Internal
connection

Bring up cable flex through 10mm
hole in floor tiles to make internal 
connection in leg of towel rail. 
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Make electric cable
connection inside
38mm tube. 
Ensure extra slack in cable 
for disconnection in 
future.
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Connecting to an isolating 
switch or timer. 
Must be laid prior
to installing floor tiles. 


